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Recently published reports about road research focusing on cold climates
Optimal Timing of Preventive Maintenance for Addressing Environmental Aging in Hot­Mix Asphalt
Pavements
(MnDOT, December 2014)
This report considers the proper timing of preventive maintenance by identifying how
environmental aging affects asphalt material properties and preservation treatments.
Modeling and Monitoring the Long­Term Behavior of Post­Tensioned Concrete Bridges
(MnDOT, November 2014)
This report investigates time­ and temperature­dependent behavior of post­tensioned concrete
bridges.
Safety Factor Increase to Fatigue Limit States through Shear Spiking for Timber Railroad Bridge
Rehabilitation – Phase I
(Mountains­Plains Consortium, November 2014)
This report considers the effectiveness of shear spiking—a process for rejuvenating horizontal
shear properties by inserting fiberglass pultruded rods through areas of damage on timber railroad
bridges – as a low­cost bridge rehabilitation approach.
Concrete Pavement Mixture Design and Analysis (MDA): Evaluation of the Fresh and Hardened
Properties of Concrete Mixtures Containing Hydrophilic and Hydrophobic Types of Permeability­
Reducing Admixtures to Develop a Standard Testing Protocol
(National Concrete Pavement Technology Center, Iowa State University, November 2014)
This report investigates the fresh and hardened properties of mixtures containing a selection of
commercially available permeability­reducing admixtures.
Bond Behavior of Reinforcing Steel in Ultra­High Performance Concrete
(FHWA, October 2014)
The U.S. Federal Highway Administration has released a report that explains the potential of using
ultra­high performance concrete­class materials to anchor or lap splice deformed reinforcing bars
in field­cast connections as a means to simplify connection details in some prefabricated bridge
systems.
The Use of Polymer Modified Asphalt Binder for High Friction Thin Lift Overlays in Connecticut
(Connecticut DOT, September 2014)
This report investigates a roadway’s polymer modified high friction wearing course that was
designed to improve frictional characteristics of the pavement surface.
The Use of Synthetic Blended Fibers to Reduce Cracking Risk in High Performance Concrete
(PACTRANS) September 2014
This report investigates the use of blended size polypropylene fibers in high performance concrete
mixtures, which is a new technique to control early­age cracking.
Concrete with Steel Furnace Slag and Fractionated Reclaimed Asphalt Pavement
(Illinois Center for Transportation, September 2014)
This report evaluates the effects of steel furnace slag and fractionated reclaimed asphalt pavement
at 20 and 50 percent replacements of the coarse aggregate in concrete.
Seismic Performance of Circular Reinforced Concrete Bridge Columns Constructed with Grade 80
Reinforcement
(PACTRANS, August 2014)
This report assesses the behavior of circular reinforced­concrete bridge columns constructed with
Grade 80 reinforcing steel meeting ASTM A706 specifications subjected to reversed cyclic lateral
loading.
Bridge Condition Assessment and Load Rating using Dynamic Response
(Ohio Department of Transportation, July 2014)
This report describes a method for the overall condition assessment and load rating of prestressed
box beam bridges based on their dynamic response collected through wireless sensor networks.
Trinidad Lake Asphalt Overlay Performance Final Report
Share this:
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(Washington Department of Transportation, July 2014)
This report evaluates a hot mix asphalt overlay that was designed to help resist the stresses of a
bridge’s orthotropic deck.
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